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PRODUCT SPECIFICATION  
 

Product:  POTATO GRANULES Feed Grade - 101643 
Date of creation:  1-2024 
Origin:  EU (Denmark / Netherlands)  
Raw Material: Potatoes, non gmo 

  
Ingredients:     Min:    Max:  
 

Moisture:    10,5% 
Particle Size >1000 μm  Max 0% 
Viscosity at 95 °C   Max 2500BU 
Bulk density: 850 950 grams/ltr 
Reducing Sugar:  Max 2.5% 
Total viable count: Typically < 100,000 cfu/g  Max 200,000 cfu/g, culture at 30°C 

for 3 days (ISO 4833-1)  
Yeast & Moulds:  Typically < 600 cfu/g Max 1000 cfu/g, Culture at 25°C for 

5 days (ISO 21527-2)  
Coliform bacteria: Typically < 10 cfu/g Max 200 cfu/g, Culture at 37°C for 

24 hours (ISO 4832)  
Processing aids:   
Mono di glycerides: 
E471 

Target 1.0- 1.1% Max 1.4% 

Sodium acid 
pyrophosphate, E450 

 Max 0,8% 

Additives:   
Sodium hydrogen 
sulphite, E222 

 Max 110 ppm (as SO2) 

Rosemary extract, 
E392 

 Max 0,1%  

  
Nutritional information:  
  

Energy:  1440kJ / 340k cal  

Total Fat:  0,9 g  

-Of which saturated 
factty acids  

0,5 g  

Carbohydrates: 73 g  

-of which sugars 1,2 g  

-of which starch 71 g  
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Dietary fiber: 6,2 g  

Protein: 7,6 g  

Salt: 0,2 g  
  
 
Packaging:  
   

Packaging:  Big bags or bulk 
Shelf life: Max 12 monthts from date of production 
Storage conditions: Storage in dry, well ventilated warehouse, temperature 25 °C max. and relative 

humidity less than 70 %, protected from direct sunlight and aromatic 
substances, in unopened packaging. Free from odorous material. 

Legislation The production facilities are approved according to a GFSI recognized standard 
 
 

 


